
1 REVISOR 1346.1004

1346.1004 SECTION 1004 BOILERS.

Subpart 1. Section 1004.1. IMC section 1004.1 is amended to read as follows:

1004.1 Standards. Oil-fired boilers and their control systems shall be listed and labeled in
accordance with UL 726 or shall utilize burner assemblies and control systems listed and
labeled in accordance with UL 296 and shall be installed in accordance with NFPA 31 and
the manufacturer's installation instructions. Electric boilers and their control systems shall
be listed and labeled in accordance with UL 834. Boilers with an input rating above 400,000
Btu/hr (3,660 kW) shall be designed and constructed in accordance with the standards
referenced in Minnesota Statutes, section 326B.964, as applicable.

Subp. 2. Section 1004.2. IMC section 1004.2 is amended to read as follows:

1004.2 Installation. In addition to the requirements of this code, the installation of boilers
shall conform to the manufacturer's instructions. Operating instructions of a permanent
type shall be attached to the boiler. Boilers shall have all controls set, adjusted, and tested
by the installer in accordance with Minnesota Rules, parts 1346.1601 to 1346.1606. A
complete control diagram together with complete boiler instructions shall be furnished by
the installer. Themanufacturer's rating data and the nameplate shall be attached to the boiler.

Statutory Authority: MS s 16B.59; 16B.61; 16B.64; 326B.02; 326B.101; 326B.106;
326B.13

History: 19 SR 1306; 29 SR 299; L 2007 c 140 art 4 s 61; art 13 s 4; 34 SR 537; 39
SR 690

Published Electronically: January 28, 2015

Copyright ©2015 by the Revisor of Statutes, State of Minnesota. All Rights Reserved.


